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Subpart A reference Applies to Subpart DD Explanation

No

Yes
Yes
Yes
Yes

6310(b)(1)
63.10(b)(2)()) -
63.10(b)(2)(ii)
63.10(b)(2)(iii)
63.10(b)(2)(iv)
63.10(b)(2)(v)
63.10(b)(2)(vi)—(ix)
63.10(b)(2)(X)—(xi) ...
63.10(b)(2) (xii)— (xw) No
63.10(b)(3) ..

63.10(c) ..
63.10(d)(1) .
63.10(d)(2
63.10(d)(3) .
63.10(d)(4) .
63.10(d)(5)(i
63.10(d)(5,
63.10(e) ..
63.10(f) ...
63.11-63.15 ..

i) .

Yes

aWherever subpart A specifies “postmark” dates, submittals may be sent by methods other than the U.S. Mail (e.g., by fax or
courier). Submittals shall be sent by the specified dates, but a postmark is not required.

[64 FR 38983, July 20, 1999, as amended at 66 FR 1267, Jan. 8, 2001]

TABLE 3 TO SUBPART DD OF PART 63—TANK CONTROL LEVELS FOR TANKS AT
EXISTING AFFECTED SOURCES AS REQUIRED BY 40 CFR 63.685(b)(1)

" . . Maximum HAP vapor pressure of off-site material Tank control
Tank design capacity (cubic meters) managed in tank (kilopascals) level
Design capacity less than 75 M3 ..........ccceeerenniencenns Maximum HAP vapor pressure less than 76.6 kPa ..... Level 1.
Design capacity equal to or greater than 75 m3 and | Maximum HAP vapor pressure less than 27.6 kPa ..... Level 1.

less than 151 m3.
Maximum HAP vapor pressure equal to or greater | Level 2.
than 27.6 kPa.

Design capacity equal to or greater than 151 m3 ......... Maximum HAP vapor pressures less than 5.2 kPa ..... Level 1.
Maximum HAP vapor pressure equal to or greater | Level 2.
than 5.2 kPa.

TABLE 4 TO SUBPART DD OF PART 63—TANK CONTROL LEVELS FOR TANKS AT NEW
AFFECTED SOURCES AS REQUIRED BY 40 CFR 63.685(b)(2)

: 8 . Maximum HAP vapor pressure of off-site material Tank control
Tank design capacity (cubic meters) managed in tank (kilopascals) level
Design capacity less than 38 m3 ...........ccccciiiiiiinnns Maximum HAP vapor pressure less than 76.6 kPa ..... Level 1.
Design capacity equal to or greater than 38 m3 and | Maximum HAP vapor pressure less than 13.1 kPa ..... Level 1.

less than 151 m3.
Maximum HAP vapor pressure equal to or greater | Level 2.

than 13.1 kPa.
Design capacity equal to or greater than 151 m3 ......... Maximum HAP vapor pressure less than 0.7 kPa ....... Level 1.
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